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Peak converion
efficiency up to 98.2%

Max total DC output
(2x 600A continuou)

Granularity providing dynamic
load management

Single‑ide charger acces
for implied ite deign

Ne frontal diplayith
22’’ touchcreen & button

Simultaneou DC charging
for up to 2 car

98.2%

1200A 50 kW2 car

22” creenAcceibility

Proven performance. Enhanced experience.
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DC interface CCS2 up to 600A

Load and charging management Smart, dynamic allocation of poer module and ditribution of charging
poer to charging point.

Operating temperature ‑30° up to +55° C

Operating height ≤ 4,000m a..l.

Environmental condition, in torage ‑40° up to +55° C

Environmental condition, under
tranport

‑40° up to +70° C

Humidity (in operation, torage) 10% ‑ 95% relative (non‑condening)

Protective cla Clas I (protective earth connection)

Environment pollution degree Clas 4

Noie emiion < 52 dBA*
*Standard environmental condition (20° C, 1 m ditance)

Intallation location Indoor and outdoor intallation

Type of intallation Floor mounted on plinth or bae (Optional concrete foundation bae)

Inlet cable 2x 240 mm² per phae (default)
2x 300mm² per phae, max.∅ 33 mm per conductor (option)

Protection rating IP54

Impact reitance IK10 in accordanceith IEC 62262

Dimenion (H xW x D) 2185 x 732 x 663 mm

Weight 560 kg up to 890 kg*
* Depending on conguration

Uer interface 22”idecreen diplay, touchcreen, 4 button

Acceibility barrier‑free for the operating element (in accordanceith DIN 18040‑3)

Remote Management Remote acces, diagnotic, oftare update

Sytem pecication
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AC nominal voltage (RMS) 400V

ACmaximum input current (RMS) 630A

Frequency 50 Hz | 60 Hz

Netork type 3phae TN‑C | TN‑S | TN‑C‑S | TT

Poer Factor > 0.99 @ full load

Controllable PF range ±0.95

THDi < 5%@ full load

Efficiency up to 97.7%@ full load

Overvoltage category OVC III, DIN EN 60664‑1

Integrated coordinated lightning
protection (SPD)

Type 1 + 2

Standby poer conumption < 100W

Maximum total DC output poer 100 kW (one SiC‑Stack), max. 300A
200 kW (to SiC‑Stack), max. 600A
300 kW (three SiC‑Stack), max. 1 x 600A + 1 x 300 Aor 2 x 450A
400 kW (four SiC‑Stack), max. 2 x 600A

Granularity of output poer 50 kW

Maximum output current 600A continuou

Output DC voltage range 150Vdc ‑ 1000Vdc

Charging connection option CCS2 up to 600A

Cable length 5 m or 5.5mith Cable Management Sytem (CMS)

Poer upply

Charging interface
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Communication tandard (EVSE ‑ EV) IEC 61851‑24 / DIN SPEC 70121; ISO 15118

RFID ytem RFID reader (ISO/IEC 14443A/B, ISO/IEC 15693)

Netork connection LTE/UMTS/GSMModem 4G/3G/2G (MIMO)
10/100Bae‑T Ethernet

Communication tandard for the
charging infratructure (EVSE ‑CPMS)

Open Charge Point Protocol (OCPP) 1.6 J, 2.0.1 J

Certication TÜVSÜD CB (PENDING)

EU Directive 2014/53/EU (RED), 2011/65/EU (RoHS2), 2015/863/EU (RoHS3), 2012/19/EU
(WEEE), 1907/2006 (REACH Regulation);

Electrical Safety IEC 61851‑1, IEC 61851‑23, IEC 62311

RED ETSI EN 300 330; ETSI EN 301 511, ETSI EN 301 908‑1

EMC EN 61000‑6‑4, EN 61000‑6‑2, IEC 61851‑21‑2 (INDUSTRIAL
ENVIRONMENTS), ETSI EN 301 489‑1, ETSI EN 301 489‑3;
ETSI EN 301 489‑52

Conguration Option

Norm, compliance and tandard

Branding Option for cutom colour (poder coating), foil application and ticker

CMS (Cable Management Sytem) For 5m and 5.5m cable, provide eae of ue and enure a longer cable
lifepan

Mounting Floor mounted on plinth or bae (Optional concrete foundation bae)

Payment ytem Chooe beteen dierent card reader for credit card or EC card, QR‑Code‑
reader;

La onWeight and Meaurement DCmeter ith additional diplay available in accordanceith the German
Calibration La and MIDMeter in accordanceith MID Directive and LNE

Parameterization of noie level Parameter can be et for the maximum noie level for day and night operation
(e.g. for ue in enitive area)

Additional afety feature External emergency top (option), crah (tilt) enor (option), door contact
itch (default);

Multilingual ytem GUI in 27 language


